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AVERAGE HEAT-TRANSFER CHARACTERISTICS OF A ROW OF CIRCULAR
AIR JETS IMPINGING ON A CONCAVE SURFACE
by John N. B. Livingood and James W. Gauntner
Lewis Research Center
SUMMARY
A study of the average heat-transfer characteristics of air jets impinging on the
concave side of a right-circular semicyUnder is reported. Results from existing cor-
relations are compared with each other and with experimental heat-transfer data for a
row of circular jets.
These experimental data were for two different-size semicylindrical configurations:
the small configuration consisted of a right-circular semicylinder 1.27 centimeters
(0. 5 in.) in diameter joined to two parallel plates; the large configuration consisted of a
right-circular semicylinder 12. 7 centimeters (5 in.) in diameter. A row of 12 holes
0. 095 centimeter (0. 0375 in.) in diameter and with center-to-center spacing of 6. 67 hole
diameters and hole-to-tar get separation distances of 13. 33 and 26. 67 hole diameters
were considered for the small-configuration tests. For the large configuration, holes
0. 318, 0. 635, and 0. 952 centimeter (0.125, 0. 25, and 0. 375 in.) in diameter and with
center-to-center spacings of 2, 4, and 8 hole diameters and hole-to-target separation
distances of 2, 5, and 8 hole diameters were considered.
The small- configuration data showed Nusselt numbers lower than those predicted
from the correlations; this was attributed to the fact that the outer extremes of the
small- configuration test surface are less likely to be impingement cooled than a right-
circular semicylinder of the same cooled length used in the correlations. The large-
configuration Nusselt numbers were higher than those predicted by most of the existing
correlations; this was attributed to the interruption of the conduction path along the tar-
get surface as a result of the use and locations of calorimeters to measure the heat flux.
Two correlations are recommended for use in future design of impingement-cooled
turbine vanes and blades.
INTRODUCTION
The leading-edge region of an air-cooled turbine vane or blade is exposed to high
heat flax; hence, this region requires effective cooling. The impingement of cool air
on the inside surface is an excellent method to cool the leading-edge region of a gas
turbine airfoil. The leading-edge region of a turbine vane or blade is often approxi-
mated as part of a semicylindrical surface for analytical and experimental models.
Impingement-cooling research has been and is being conducted in the United States and
abroad by using actual airfoils .and semicylindrical models. The results of some of
these investigations are reported in references 1 to 15. Generally, each investigator's
results are limited to particular geometrical configurations and prescribed ranges of
variables. This report presents and compares the heat-transfer characteristics ob-
tained from existing impingement- cooling correlations and presents additional data to
further evaluate the various correlation methods.
In the present investigatigation, average heat-transfer data were obtained for two
different-size semicylinders. The smaller semicylinder had a diameter of 1. 27 centi-
meters (0. 5 in.). The convex surface of the smaller semicylinder was electrically
heated by wires that were brazed to the surface. The larger semicylinder had a diam-
eter of 12. 7 centimeters (5. 0 in.) and its convex surface was steam heated.
For the smaller configuration, a single row of 12 circular orifices 0. 095 centimeter
(0. 0375 in.) in diameter and with center-to-center spacings of 13. 33 and 26. 67 hole
diameters were investigated. For the large semicylinder, circular orifices 0.318,
0. 635, and 0. 952 centimeter (0.125, 0. 250, and 0. 375 in.) in diameter and with center-
to-center spacings of 2, 4, and 8 diameters and orifice-to-tar get spacings of 2, 5, and
8 diameters were investigated. Reynolds numbers ranging from about 200 to 12 000
were considered.
The data presented herein were obtained at the Newark College of Engineering
under contract with NASA (Contract number NAS3-11175). Drs. Hrycak and Chen
supervised the experimental work at the Newark College of Engineering.
SYMBOLS
nozzle flow area
A cross-sectional area of calorimeterc
n
b equivalent slot width, irdn/4c
Cn discharge coefficient
c nozzle center-to-center spacing
c specific heat
D cylinder diameter
Deff effective cylinder diameter, fDeff/4 = I
d, hydraulic diameter, 2bcn(n - l)/p + c (n - 1)1
d nozzle diameter
h average heat- transfer coefficient
k thermal conductivity
I cooled target length measured from stagnation line
Nu, average Nusselt number, hb/k
n number of nozzles
Pr Prandtl number, c u/k
Re, Reynolds number (based on nozzle exit velocity and equivalent slot width)
ReK „ Reynolds number (based on arrival velocity and equivalent slot width)D, a
T temperature
V nozzle exit velocity
V0 arrival velocity
ct
w flow rate
x coordinate along axis of calorimeter
z nozzle-to
p. viscosity
-target separation distance
SURVEY OF PREVIOUS WORK
Professor Metzger and his associates at Arizona State University have been actively
working in impingement cooling; references 1 to 5 present some of the results of this
work. Rows of circular jets and slot jets impinging on concave semicylindrical surfaces
were studied. For circular jets with spacing-to-diameter ratios from 1. 67 to 6. 67,
maximum cooling was achieved when the row of jets was located about 1 nozzle diameter
from the target surface. For slot jets, maximum cooling occurred when the slot jets
were about 3 slot widths from the target surface (ref. 2). Metzger has studied the
effects on the heat-transfer coefficients of variations in the ratio of nozzle spacing to
nozzle diameter cn/dn, the ratio of cooled target length to equivalent slot width l/b,
the ratio of nozzle-to-target separation distance to equivalent slot width z /b, and
Reynolds number. Correlations resulting from these studies for targets with half-angles
of 10°, 20°, 30°, 45°, 60°, and 90° (for conditions of optimum nozzle-to-target separation
distance are presented in table I. These correlations are used in this report. The
ranges of the parameters on which these correlations were based are also shown in
table I. The effects of leading-edge sharpness and of elongation of the leading edge are
discussed in reference 5.
An investigation of round-jet impingement on a concave semicylindrical surface was
reported in reference 6. Reference 6 correlates average heat-transfer data from a flat
plate and for two semicylinders by basing the dimensionless parameters on twice the
target surface length, 21, and by use of the arrival velocity in the Reynolds number.
(The arrival velocity, defined as the jet velocity at the test surface if the test surface
did not exist, was obtained from the relation V0/V = 6. 63/(z_/d_).) The correlation iss, ii n
given in table I in the current nomenclature.
Another investigation of impingement cooling of concave semicylindrical surfaces is
in progress at the University of Cincinnati under the supervision of Professor Tabakoff.
Some results of these studies appear in references 7 to 10. Reference 7 presents an
analytical method for predicting the heat transfer from a slot to a semicylindrical sur-
face in the stagnation region, the transition region, and the wall jet region. Predicted
and experimental heat-transfer coefficients agreed in the stagnation region; elsewhere,
the predicted values exceeded the experimental results. Reference 8 reports experi-
mental results for impingement from a row of circular jets and presents a correlation
equation for the average Nusselt number (table I). Reference 9 reports results of ex-
periments for a slot jet, a row of circular jets, and an array of circular jets. Test
results from arrays of round jets are reported in reference 10, where it is shown that
arrays of holes give higher average heat-transfer coefficients than a single row of holes.
Experimental data on impingement cooling of a full-scale plastic model of the inside
leading-edge region of a turbine airfoil are reported in reference 11. Local heat-
transfer coefficients were obtained by considering Joulean dissipation in very thin span-
wise platinum strips bonded to the model at various chordwise positions; spanwise aver-
age coefficients were obtained. Both stagnation line and average data were successfully
correlated in terms of the dimensionless quantities dn/cn, dn/D, and zn/dn for a
range of nozzle diameters, center-to-center spacings, and two leading-edge-region
diameters. The average Nusselt number, the correlation of which is given in table I,
was found to decrease exponentially with increasing z /d .
Another investigation, for a single nozzle diameter, a single center-to-center spac-
ing, and a single leading-edge-region diameter is reported in reference 12. Average
heat-transfer data were correlated on an equivalent slot basis. This correlation con-
tains a term accounting for the angle of the jet exhaust hole and includes a discharge
coefficient in the Nusselt number (table I). Reference 12 concluded that jet impingement
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in a closed cavity is affected to a lesser degree by the nozzle-to-tar get spacing than for
a flat plate because of recirculation currents in the closed cavity.
Burggraf (ref. 13) investigated impingement from a row of circular jets into a
cavity, with the spent flow exiting either from only one side or from both sides of the
cavity. On the no-discharge side, the flow recirculated; and on the discharge side,
there was an acceleration of flow, which increased the heat-transfer adjacent to the dis-
charge holes.
The results of a Russian experimental investigation of impingement cooling of a
parabolically shaped passage are reported by Dyban and Mazur (ref. 14). Local heat-
transfer coefficients measured in their investigation exhibited a U-shaped curve with a
minimum at the stagnation line and two peaks located at a given distance from the stag-
nation line. This U-shaped distribution was not found in any of the other references
mentioned. Correlations of local heat transfer and of the average heat transfer between
peaks were obtained for the ranges of the variables considered. (It is also noted in the
reference that the ratio of the diameter of the circle inscribed in the concave surface to
the width of the passage could affect both the local and average heat transfer.) Table I
contains the average correlation.
Some preliminary test results on impingement cooling of a turbine vane leading-edgi
region are presented in reference 15. The results show that impingement cooling is
superior to convection cooling through radial holes with the same cooling airflow.
APPARATUS AND PROCEDURE
A schematic diagram of the apparatus is shown in figure 1. Air supplied by a com-
pressor flowed through a filter and oil separator into a large storage tank to provide a
steady flow. From the storage tank the air flowed through an inlet tank connected to
four rotameters in parallel. Depending on flow rate, the flow was routed through a
selected rotameter and into a tube connected to a plenum chamber. The air flowed
through two flexible hoses from the plenum chamber into another chamber which con-
tained the row of nozzles through which the air passed to impinge on the test cylinder
surface. The test section was secured to a stand made from a grinding machine bed,
which permitted an accurate alinement of the test section and the nozzle chamber.
The rotameters were calibrated within an error of less than 1 percent of full scale.
The air pressure in the rotameter was measured at the inlet of the rotameter with a
Bourdon-type pressure gage. (The inlet valve of the rotameter was kept fully open, and
the flow was controlled by adjusting the outlet valve of the rotameter.) The temperature
of the air in the rotameter was measured by a thermocouple placed in the pipe near the
rotameter outlet.
Rotameter
adjustment valves-^ Thermocouple tap
Rotameters
Inlet valves
From inlet
tank —
-Bourdon gage
-Main inlet valve
Plenum
/ chamber
Flexible hose
connection
Nozzle
chamber^
Test
section-
^tand
(grinder bed)—"'
Figure 1. - Schematic of test apparatus.
Small-Scale Configuration
A diagram of the small-scale test surface and guard heaters is shown in figure 2(a).
Ihe concave test surface and guard heaters consisted of a semicylindrical surface
1. 27 centimeters (0. 5 in.) in diameter extended on either side by two parallel plates
D. 635 centimeter (0.25 in.) long. These semicylindrical surfaces were made from a
2. 54-centimeter (1-in.) plate that was 0.127 centimeter (0. 05 in.) thick. On the convex
side of the target surface was a 0.475-centimeter (0.187-in.) thick layer of fiberglass
Insulation, a 0.127-centimeter (0. 05-in.) thick stainless-steel guard heater, another
0. 475-centimeter (0.187-in.) thick layer of fiberglass insulation, and a 0.0381-
centimeter (0. 015-in.) steel outer casing. Heating wires were soldered to the three-
plate target surface and the outer guard heater, as shown in figure 2(b). The center
plate of the target surface (plate 2) was heated to a temperature of 9. 5 to 14 K (17° to
Electrical
connector-^ Bakelite-^
Guard heater^ V n / \ X-2.54 (!)-»/
Test plate
Guard heater-\
0.0381-cm
(0.015-in.(
steel
0.127-cm (0.05-in.)—
stainless steel
0.635 (0.25)
Fiberglass insulation-''
(a) Test surface and guard heaters.
Thermocouple location—\
/- PI ate 3
Guard heater
Plate 2
/ ^Target surface
/-Plate 1
ingle conductor
heating wire
(b) Heating wire and thermocouple locations on target surface and guard heater.
Figure 2. - Test section for small-scale concave configuration. (Dimensions are in cm (in.).)
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25° F) above room temperature with a 12-volt dc battery and was used to evaluate the
heat-transfer rate. The other plates (plates 1 and 3) and the guard heater were heated
with the 115-volt ac supply through small transformers to the same temperature as
plate 2 to eliminate end effects and the transfer of heat from plate 2 to the surroundings.
Nine copper constantan thermocouples were used to measure the target surface and
guard heater temperatures (fig. 2(b)). In order to eliminate spent flow along the axis
of the semicylinder, the target surface was blocked with smooth panels at both ends.
The line of nozzles impinging on the target surface was made from a 0. 952-
centimeter (0.375-in.) thick copper plate with 12 holes of 0. 095-centimeter (0. 0375-in.)
diameter at a center-to-center spacing of 0. 635 centimeter (0.25 in.). The target was
mounted on a grinding machine stand and positioned at distances of 1.27 and 2. 54 centi-
meters (0. 5 and 1 in.) from the impinging nozzles. Cases 1 and 2 in table n summarize
the geometrical dimensions associated with the small-scale configuration.
Large-Scale Configuration
The large-scale concave semicylindrical target was made from a section of a 12.7-
centimeter (5-in.) diameter 304-stainless-steel pipe. The target surface was 25. 4 cen-
timeters (10 in.) in length and had a nominal wall thickness of 1.143 centimeters (0.45 in.).
Both ends of the target surface were blocked with Plexiglass side walls. The convex
surface was steam heated by placing it over a small tank in which water was kept boil-
ing, as shown in figure 3(a). In order to eliminate some of the heat transfer from the
exhaust air to the air in the nozzle chamber, reflective insulation over a layer of flannel
fabric was attached to the nozzle chamber. Several layers of plastic air filter material
were inserted over an expanded aluminum screen in the nozzle plenum to achieve a uni-
form distribution of air.
Twenty-one heat calorimeters were attached to a brass support plate and were in-
sulated from the target surface by means of a 0.159-centimeter (0. 0625 in.) air gap, as
shown in figure 3(b). The calorimeters were made from the same kind of stainless steel
as the target surface and were in the shape of cylinders 0. 508 centimeter (0. 2 in.) in
diameter and 1.143 centimeter (0.45 in.) long with two thermocouples installed 1. 016 cen-
timeters (0. 40 in.) apart. Thermal conductivity data were obtained by the National
Bureau of Standards from calibration tests of a sample of the material. With this infor-
mation, experimental heat flux through the calorimeter, kAc(dT)/(dx), could be cal-
culated. The calorimeters were located at three spanwise positions, at 2. 54-centimeter
(1-in.) spacings; each spanwise position had a calorimeter located at the stagnation line
and at 15°, 45°, and 75° on either side of the stagnation line. Figure 4 shows a calori-
meter used to measure the heat flux through the test plate.
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Figure 4. - Calorimeter used to measure heat flux.
(Dimensions are in cm (in.).)
Nozzles 0. 318, 0. 635, and 0. 952 centimeter (0.125, 0. 25, and 0. 375 in.) in diam-
eter with center-to-center spacings of 2, 4, and 8 nozzle diameters were investigated.
The target was mounted on a grinding machine stand which permitted variations in the
nozzle-target distance of 2, 5, and 8 nozzle diameters. Cases 3 to 29 in table n sum-
marize the geometrical dimensions associated with the large-scale configuration. For
each nozzle configuration and nozzle-to-tar get spacing, data were recorded at four dif-
ferent values of flow rate (Reynolds number). Then the nozzle-to-tar get spacing was
increased and the process repeated.
RESULTS AND DISCUSSION
Experimental heat-transfer data for the small-scale configuration when the row of
twelve 0. 095-centimeter (0. 0375-in.) diameter nozzles were located at a nozzle-to-
target distance of 1.27 centimeters (0. 5 in.) are listed as case I in table El and shown
as the circles in figure 5(a). The figure shows a plot of average Nusselt number against
Reynolds number, both variables being based on the equivalent slot width. The equi-
valent slot width is the width of a slot whose length is the center-to-center nozzle spac-
ing and whose flow area is the same as the area of one of the circular nozzles; this
permits comparison of impingement-cooling results obtained from either slots or noz-
zles. Also shown on figure 5(a) are a series of lines representing correlations proposed
by other investigators, in which the geometrical values of the present configuration
were inserted.
Although at first glance it appears that there is a rather large discrepancy between
12
TABLE IE. - HEAT-TRANSFER DATA
[Reynolds number Re. and Nusselt number Nub based on nozzle exit velocity and equivalent slot
width]
Case
1
2
3
4
5
6
Reb
137
280
304
452
489
553
630
638
694
1052
1100
1382
1732
2014
172
380
434
509
1478
1272
1746
364
619
1248
2675
251
593
1353
2675
280
591
1243
2611
5256
2600
2600
1298
1296
524
518
Nub
0.347
.541
.620
.901
.764
.910
.976
.957
1.046
1.533
1.580
1.877
2.012
2.467
0.367
.599
.560
.610
1.363
1.164
1.463
1.06
1.72
2.36
3.64
1.05
1.68
2.54
3.70
1.18
1.72
2.37
3.74
8.01
5.75
5.77
3.79
3.71
2.17
2.15
Case
7
8
9
10
11
Reb
5 260
5 257
2 617
2 619
1 256
1 256
536
544
5 231
5 131
2 576
2 576
1 235
1 235
569
558
8 842
8 838
5 075
5 047
2 557
2 557
1 096
1 116
8 842
8 842
4 902
4 501
2 467
2 455
1 108
1 100
1 061
2 376
2 369
4 953
4 934
12 165
8 909
8 838
Nub
8.39
8.03
5.83
5.85
3.82
3.82
2.71
2.69
8.79
8.80
6.39
6.39
4.02
4.13
2.67
2.66
17.7
17.7
13.4
13.4
9.38
9.38
5.78
5.70
20.4
20.4
15.4
15.4
10.5
10.5
6.23
6.24
6.08
10.3
10.6
15.8
15.4
23. 1
21.4
21.2
Case
12
13
14
15
16
17
Reb
285
262
623
604
1261
1261
2640
2623
2691
2669
1333
590
575
337
309
262
252
606
584
1333
1333
2697
2697
552
479
1261
1242
2569
2567
5275
5279
538
522
1258
2610
2595
5277
5283
545
494
1296
1300
2669
5434
Nub
1.32
1.33
2.35
2.33
3.87
3.86
5.12
5.70
6.22
6.27
4.11
2.59
2.65
1.80
1.77
1.55
1.53
2.53
2.52
3.97
3.98
6.38
6.35
3.73
3.20
6.19
6.29
9.31
9.33
13.86
14.04
3.75
3.70
6.00
8.27
8. 17
13.80
13.64
3.71
3.55
6.38
6.39
9.23
13.83
Case
18
19
20
21
22
23
Reb
11 911
11 808
5 154
5 142
2 551
2 555
959
952
11 700
8 276
5 147
5 043
2 610
2 613
1 034
1 017
12 843
12 967
5 161
5 132
2 603
2 592
1 060
1 060
2 652
2 634
1 336
1 328
627
593
286
253
2 625
2 629
1 335
1 320
654
632
289
282
2 668
2 670
1 342
1 321
660
631
275
259
Nub '
27.2
27.7
20.7
20.8
14.5
14.6
8.30
8.30
31 3
29.7
24.0
24.1
15.9
16.0
8.97
8.92
29.8
29.5
22.1
22.1
15.0
15.1
7.99
7.99
8.81
8.77
6.29
6.24
4.07
3.99
1.99
1.93
9.76
9.63
5.86
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(a) Nozzle-to-target separation distance, 1.27cm (0.5 in.)
Correlation Reference
1 2
I— 3 3
4 6
5 8
6 11
7 12
D Case 2, table III
102 103 104
Reynolds number, Rej,
(b) Nozzle-to-target separation distance, 2.54 cm (1 in.).
Figure 5. - Heat-transfer data from small-scale configuration compared with available
correlations. Nozzle diameter, 0.095cm (0.0375 in.); nozzle center-to-center
spacing, 0.635cm (0.25 in.); cylinder diameter, 1.27cm (0.5 in.).
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the data of this investigation and some of the correlations presented, it must be real-
ized that the correlations resulted from investigations covering different configurations
and ranges of variables. An attempt is made in the discussion which follows to point
out these differences and to indicate what liberties were taken in applying the correla-
tions to the present configurations.
Correlation (1) of table I was taken from reference 2, wherein an optimum nozzle
target separation distance zn/dn of 1 was experimentally determined. The correlation
was derived for nozzle diameters from 0. 076 to 0.152 centimeter (0. 03 to 0. 06 in.),
hole spacings from 1. 67 to 6.67 nozzle diameters, and Reynolds numbers (based on
equivalent slot width) to 3100. Values of Z/b to about 55, with I determined for half-
angles of 30°, 45°, 60°, and 90°, were considered. For the small-scale configuration
reported herein, the nozzle diameter, nozzle spacing, and Reynolds number were within
the preceding ranges; however, the Z/b value was about double that of reference 2.
It was estimated that the zn/b effects could be accounted for by multiplying the "Nu\
calculated from correlation (1) by a correction factor of 0. 75 obtained from figure 10 of
reference 2.
Correlation (3) of table I, taken from reference 3, was empirically determined for
a cn/dn of 6. 67, identical to that for the small-scale configuration. Since this corre-
lation arose from the same general conditions as correlation (1) and was made by the
same investigators, correction as before for z /b effects yields essentially the same
results as correlation (1).
Correlation (4) of table I, taken from reference 6, was obtained by using data from
two semicylindrical test surfaces with 2:1 ratios of jet diameter, center-to-center
spacing, equivalent slot width, and cooled target length. Nozzle-to-tar get distances as
large as 8 nozzle diameters were considered; in this case, use of the arrival velocity
in the Reynolds number accounted for this variation in nozzle-to-target distance. Fig-
ure 5(a) shows the correlation applied to the present configuration.
Correlation (5) of table I was taken from reference 8. Figure 5(a) shows this cor-
relation, with the present geometrical factors inserted, to be in good agreement with the
data reported herein. It should be noted that an effective semicylinder diameter Dg^
was calculated from the semicylinder diameter and the parallel-plate extension length so
that the cooled length used in the correlation would equal that of the experiment.
Correlation (6) of table I was taken from reference 11 and applied to the present
case. The effective diameter De^ was used in this correlation, as well as in correla-
tion (5). The correlation was obtained for an actual vane leading-edge region; conse-
quently, the nozzle diameters, center-to-center spacings, and target surface diameters
were considerably smaller than those considered by the other investigators. However,
reference 3 compares results obtained in the test reported therein with the correlation
of reference 11 and found the latter to yield higher average Nusselt numbers than those
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of reference 3 for all values of c /d . The same trend is shown in figure 5(a).
Correlation (7) of table I was taken from reference 12. In this application, a dis-
charge coefficient of 0. 60 was used (ref. 2). At present, there is no explanation as to
why such low values of average Nusselt number were obtained. To make the correlation
results agree with the data used, a much lower value of this discharge coefficient (of the
order of 0.34) would have to be used; however, the assumed value of 0. 60 appears to be
a reasonable value, according to the available literature on discharge coefficients.
Figure 5(b) shows results similar to those of figure 5(a) for the small-scale config-
uration with the nozzle-to-target separation distance z of 2. 54 centimeter (1 in.),
double that of figure 5(a). A comparison of figures 5(a) and (b) clearly indicates that the
data points in figure 5(b) are lower than those in figure 5(a); this is as expected since
the nozzle-to-target separation distance for figure 5(b) is greater than that for fig-
ure 5(a). The discrepancies between correlation (4) and the data points in both figures
are essentially the same because the use of the arrival velocity in the correlation ac-
counts for the separation distance. Correlation (1), as noted in the discussion of fig-
ure 5 (a), resulted from a consideration of optimum nozzle-to-tar get separation distance.
Since the nozzle-to-tar get separation distance of figure 5(b) is twice that of figure 5(a),
a greater extrapolation is necessary to correct for the nonoptimum zn/b. The deter-
mination of a correction factor to account for the nozzle-to-target separation distance
for correlation (1) in this case required an extremely large extrapolation of figure 10 of
reference 2; the validity of such a large extrapolation is questionable. Correlation (6)
gives the highest average Nusselt number, as in figure 5 (a) and as reported in refer-
ence 3. The effect of the change in separation distance in correlation (5) is minimal,
and correlation (5) is essentially the same in figures 5(a) and (b). Correlation (7), as
before, is considerably below the data.
Tests of the small-scale configuration were made with only the nozzle-to-tar get
separation distance being varied. Such variables as cn, b, I, etc., which also affect
the average Nusselt number, were not varied in these tests. As a consequence, a new
correlation could not be developed from these test data.
Generally, the experimental average Nusselt numbers from the small-scale cylinder
are lower than those predicted by the various correlations. This result seems reason-
able since the correlations are for an average Nusselt number over one- half of a right-
circular semicylinder, while the data are for an average over one-half of a right-
circular semicyUnder joined to two parallel plates. Although the length, as measured
from the stagnation line, is the same for both the correlations and the data, the outer
extremes of the test surface are less likely to be impingement cooled. Therefore, the
average experimental Nusselt numbers for the data should be lower than those from the
correlations.
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Large-Scale Configuration
Figure 6 shows the average heat-transfer data for one series of runs for the large-
scale configuration and compares the data with a number of existing correlations. The
case selected (case 27, table m) was the one for the 0.952-centimeter (0.375-in.) diam-
eter nozzle and a zn/d of 2. Similar results were obtained for the other nozzle diam-
eters and for the nozzle-to-tar get separation distances and center-to-center nozzle
spacings considered. The large-scale data of figure 6 are considerably higher than
those of the small-scale configuration. This may be attributed to the fact that the
nozzle-to-target separation distance for the large-scale configuration is nearer the op-
timum; whereas, for the smaller-scale configuration the separation distance was more
than 13 and 26 nozzle diameters for the data for figures 5(a) and (b), respectively. This
variation in nozzle-to-target separation distance and the fact that the cooled length I
was not scaled in the same ratio as the nozzle diameters and cylinder diameters were
scaled makes it impossible to compare data from the two configurations.
io2
S1
Correlation Reference
1 2
2 3
4 6
-— 5
6
7
9
A Case 27, table III
102 10*
Reynolds number,
104
Figure 6. - Heat-transfer data for large-scale configuration compared with available
correlations. Nozzle diameter, 0.952 cm (0.375 in.); nozzle center-to-center
spacing, 1.905cm (0.75 in.); cylinder diameter, 12.7cm (5 in.); ratio of nozzle-
to-target separation distance to nozzle diameter, 2.
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The data in figure 6 are higher than most of the correlations, a condition opposite
to that for the small-scale configuration. The heat flux was obtained for the large-scale
configuration with the use of calorimeters. These were located as shown in figure 3.
The presence of calorimeters interrupted the conduction path in the present experiments.
This would result in higher local temperatures than if conduction were not interrupted
and, therefore, also in higher average Nusselt numbers. Thus, a plausible reason
exists for the data to be high and to exceed most of the correlations.
Correlation (9) in figure 6 was taken from reference 14, wherein a minimum Nus-
selt number was found at the stagnation line and peaks on either side of the stagnation
line, a phenomenon not reported by other investigators of impingement on a concave
surface. Correlation (9) resulted from averaging the Nusselt number between these two
peaks. Therefore, correlation (9) should predict higher Nu than those obtainable from
data where the maximum Nusselt number was found at the stagnation line.
Figure 7 shows a plot of average Nusselt number against Reynolds number (cases 21,
24, and 27 of table m) for the 0.952-centimeter (0.375-in.) diameter nozzle with a fixed
nozzle-to-tar get separation distance of 2 nozzle diameters and various center-to-center
102!—
= 10
s
I
I
Case Ratio of cooled
(table III) target length to
equivalent slot
width,
Ub
O 21
A 24
O 27
107
53
27
10*
Reynolds number, Reb
104
Figure 7. - Effect of ratio of cooled target length to equivalent slot width (or ratio of
nozzle spacing to nozzle diameter) on average Nusselt number. Nozzle diameter,
0.952 cm (0.375 in.); ratio of nozzle-to-target separation distance to nozzle diam-
eter, 2.
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nozzle spacings (or equivalently, various values of Z/b). The figure shows a monotonic
decrease of average Nusselt number with increases in l/b for a fixed Reynolds num-
ber. This trend is in agreement with the results of reference 3. Similar trends were
found for the other nozzles considered.
Figure 8 shows the effect of nozzle diameter on average Nusselt number for a
nozzle-to-target spacing of 2 nozzle diameters and a center-to-center spacing of 2 noz-
zle diameters. The largest nozzle diameter furnished the highest average Nusselt num-
bers.
For the large-scale configuration, values of dn, cn, and zn were varied (only I
was held constant). However, careful inspection of the data indicated that systematic
variations in the average Nusselt number were not obtained when these parameters were
varied. Consequently, no attempt was made to develop a correlation of the large-scale-
configuration experimental data.
102
10
Case
(table III)
O 9
D 18
A 27
Nozzle diameter,
cm in.
0.318 0.125
.635 .250
.952 .375
J i I
102 . 103
Reynolds number, Reb
104
Figure 8. - Effect of nozzle diameter on average Nusselt number. Ratio of npzzle-to-
target separation distance to nozzle diameter, 2; ratio of nozzle spacing-to nozzle
diameter, 2.
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Recommended Correlation for Future Designs
A new correlation was not developed because of a lack of a sufficient amount of ex-
perimental data for the small-scale configuration and a lack of systematic trends in the
data for the large-scale configuration. Therefore, one of the existing correlations will
have to be used until additional experiments produce an improved one. Explanations for
the discrepancies between the present data and the existing correlating lines were given
in the discussions of figures 5 (a), 5(b), and 6. Because discrepancies do exist, it is
difficult to pinpoint which correlation should be used in future work.
If the geometrical dimensions are such that optimum spacing as suggested in refer-
ence 2 cannot be achieved, a correction factor estimated from information in reference 2
should be incorporated when applying correlation (1). Correlation (6) (ref. 11) contains
a factor for the nozzle-to-target spacing, and gives average Nusselt numbers a bit high-
er than those of correlation (1) (ref. 2). It is recommended that either correlation (1)
or (6) be used to design impingement-cooled vanes and blades until a better correlation
becomes available.
CONCLUDING REMARKS
Although the experimental data reported herein for the average heat-transfer char-
acteristics of air jets impinging on the concave side of a right-circular cylinder were
not sufficient to permit the determination of a new correlation, they did serve as a basis
for comparing existing correlations. The fact that the outer extremes of the small-scale
test surface are less likely to be impingement cooled than are the outer extremes of a
semicylinder of the same cooled accounts for the experimental Nusselt numbers being
lower than those of correlation (1) even after a correction for separation distance was
applied to the correlation. The variation in separation distance was so great that an
extremely large extrapolation of information in reference 2 was used, and there is some
doubt as to the validity of such an extrapolation. Although the large-scale configuration
data showed higher Nusselt numbers than most of the correlations, a reason explaining
these rather large discrepancies has been presented.
The fact that correlation (6) gave higher Nusselt numbers than correlation (1) con-
firms similar results already presented in reference 3. From the information reported
herein, it appears that either correlation (1) or correlation (6) should be used in future
design calculations.
The upper line on the large-scale-configuration results was obtained from refer-
ence 14. Reference 14 showed a minimum Nusselt number at the stagnation line and
maximums on either side. None of the other investigators of impingement to a concave
20
surface reported such a phenomenon, although it had been reported for certain cases
when a jet impinged on a flat plate. It appears that additional experiments of impinging
jets (both single rows of holes and arrays of holes) on cylindrical surfaces are required
in order to confirm the results of reference 14.
Lewis Research Center,
National Aeronautics and Space Administration,
Cleveland, Ohio, July 14, 1972,
501-24.
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